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1
BATTERY COOLING METHOD AND SYSTEM

This application claims the benefit of priority from U.S.
Provisional Application No. 61/505,401, filed Jul. 7, 2011,
which is herein incorporated by reference in its entirety.

FIELD

The present disclosure relates generally to a cooling
method and system, and more particularly, to a battery cool-
ing method and system.

BACKGROUND

Batteries, such as lithium or lithium-ion batteries, may
experience thermal runaway under certain conditions, e.g.,
when defective, damaged, overcharged, overheated, etc.
When a battery experiences thermal runaway, the battery may
increase in temperature until the battery vents hot, pressur-
ized gases (e.g., at approximately 450 to 500 degrees Fahr-
enheit). While venting gas, the battery may continue to
increase in temperature (e.g., up to approximately 1,000 to
1,050 degrees Fahrenheit). Jets of flaming materials (e.g.,
flaming liquid electrolyte) and/or smoke may also be pro-
duced and vented from the battery. Sufficient heat, gases,
and/or flames may be produced to lead to the combustion and
destruction of materials in close proximity to the battery, such
as the package surrounding the battery.

Multiple batteries are often stored and packaged together
in a single package for transport and/or other applications.
However, when one battery in the package experiences ther-
mal runaway, the high heat, gases, and/or flames produced by
the battery may contact and/or heat adjacent batteries in the
same package, causing the adjacent batteries to overheat and
experience thermal runaway as well. A chain reaction may
occur as each battery experiencing thermal runaway may
cause adjacent batteries to also experience thermal runaway.
Thus, if a battery undergoing thermal runaway is surrounded
by one or more additional batteries in a package, then a single
thermal runaway event may lead to the thermal runaway of
multiple batteries which, in turn, may lead to more extensive
collateral damage. For example, the package containing the
batteries may be destroyed, and when multiple batteries are
undergoing thermal runaway, temperatures up to approxi-
mately 2,500 degrees Fahrenheit may be reached. Thus, ther-
mal runaway is a concern since a single incident in one battery
may lead to significant property damage and, in some circum-
stances, bodily harm or loss of life.

The disclosed method and system is directed to overcom-
ing one or more of the problems set forth above.

SUMMARY

Inaccordance with one example, an apparatus for storing at
least one object including at least one top end and at least one
bottom end includes a container configured to store the at
least one object. The apparatus also includes a pouch contain-
ing a liquid and configured to substantially cover the at least
one top end of the at least one object when stored inside the
container. The pouch is configured to contact the at least one
top end of the at least one object and to open when contacted
by contents expelled from the at least one object due to
thermal runaway.

In accordance with another example, a method of storing at
least one object having at least one top end and at least one
bottom end includes placing the at least one object into a
container. The method also includes placing a pouch contain-
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2

ing a liquid on the at least one top end of the at least one object
such that the pouch substantially covers the at least one top
end of the at least one object. The pouch includes a layer
configured to contact the at least one top end of the at least one
object and formed from a material having a melting point of
less than approximately 400 degrees Fahrenheit.

In accordance with a further example, a method of storing
a plurality of objects having top ends and bottom ends
includes placing the plurality of objects into a container. The
plurality of objects are parallel such that the top ends of the
plurality of objects are aligned and the bottom ends of the
plurality of objects contact a surface of the container. The
method also includes placing a pouch containing a liquid on
the top ends of the plurality of objects such that the pouch
substantially covers the plurality of objects. The pouch is
configured to contact the top ends of the plurality of objects
and to open when contacted by contents expelled from at least
one of the plurality of objects due to thermal runaway.

In accordance with yet another example, a container defin-
ing a cavity and configured to transport objects includes a
fluid and at least one sealed enclosure. The sealed enclosure is
configured to (i) contain the fluid, (i) substantially cover a top
end of at least one object in the container, (iii) make contact
with the top end of the at least one object, and (iv) release the
fluid when a content from the at least one object is expelled.

It is to be understood that both the foregoing general
description and the following detailed description contains
examples only and is not restrictive of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of the assembly of a container
including a pouch and multiple batteries, according to an
example embodiment;

FIG. 2 is a cross-sectional view of the container of FIG. 1;

FIG. 3 is a cross-sectional view of the container of FIG. 1
with a venting battery;

FIG. 4 is a cross-sectional view of the container of FIG. 1
in which the pouch is opened;

FIG. 5 is a cross-sectional view of a pouch formed with
sheet material encapsulating air pockets, according to an
example embodiment;

FIG. 6 is a cross-sectional view of a container including a
waterproof layer, according to an example embodiment;

FIG. 7 is a perspective view of a container, according to
another example embodiment, with a closed lid;

FIG. 8 is a perspective view of the container of FIG. 7 with
an opened lid, and including a pouch and multiple batteries;
and

FIG. 9 is a perspective view of the container of FIG. 7 with
an opened lid and the pouch removed.

DETAILED DESCRIPTION

Reference will now be made in detail to example embodi-
ments that are illustrated in the accompanying drawings.
Wherever possible, the same reference numbers will be used
throughout the drawings to refer to the same or like parts.

FIGS. 1-4 illustrate an example container 10 for storing
one or more batteries 20, e.g., during transport or for other
applications. The container 10 may include at least one side
wall 12 and a bottom surface 14 that define a space in which
to store the batteries 20. In the example embodiment shown in
FIG. 1, the container 10 is a rectangular prism including four
side walls 12, but the number of side walls 12 may vary
depending on the shape of the container 10. Further, the
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container 10 may have at least a partially opened top (e.g., no
lid) or may include a closeable lid.

The container 10 may be formed from various types of
materials. In the example embodiment shown in FIGS. 1-4,
the container 10 is formed from corrugated cardboard. Alter-
natively, the container 10 may be formed from other materials
typically used as packaging materials, such as other types of
cardboard, paper, plastic, and/or other generally stiff and/or
foldable materials. The materials may be treated with wax,
polymers, waterproof substances, oilproof substances, etc.,
as known in the art.

The batteries 20 may include any type of battery. For
example, the batteries 20 may include any of a variety of
different chemistries and configurations including, but not
limited to, lithium, lithium ion (e.g., lithium iron phosphate,
lithium cobalt oxide, other lithium metal oxides, etc.), lithium
ion polymer, nickel metal hydride, nickel cadmium, nickel
hydrogen, nickel zinc, silver zinc, alkaline, or other battery
type/configuration. Further, the batteries 20 may include any
combination of batteries of the variety of different chemis-
tries.

Any number of batteries 20 may be stored in the container
10, for example, depending on the size of the container 10. In
the example embodiment shown in FIGS. 1-4, multiple bat-
teries 20 are stored in the container 10. Alternatively, any
number of batteries 20 ranging from 1 to over 1,000 may be
stored in the container 10. Also, when the container 10 stores
multiple batteries 20, the batteries 20 may be stored adjacent
to each other and contacting each other, as shown in FIGS.
1-4. Alternatively, one or more spacers 13 (FIGS. 8 and 9)
may be provided to space the batteries 20 from each other
and/or the side walls 12. The batteries 20 may be placed in
various known configurations for storing batteries 20.

Each battery 20 may include a top end 22 and a bottom end
24. For example, as shown in FIGS. 1-4, the top end 22 may
include a positive terminal, e.g., formed as a cylindrical pro-
trusion (button) 26 extending from a casing of the battery 20,
and a vent or relief port (not shown) as known in the art. The
batteries 20 may be placed inside the container 10 such that
the bottom ends 24 of the batteries 20 contact and rest on the
bottom surface 14 of the container 10, as shown in FIGS. 2-4.
The top ends 22 of the batteries 20 may also be aligned with
each other.

A pouch 40 may be placed on top of the batteries 20 in the
container 10, and may contact and rest on the batteries 20. For
example, as shown in FIGS. 1-4, the pouch 40 may be placed
on top of and rest on the top ends 22 of the batteries 20. The
pouch 40 may be sized (e.g., length and width) to substan-
tially cover the batteries 20, or to substantially cover at least
a majority of the top ends 22 of the batteries 20. In one
embodiment, the pouch 40 may have substantially the same
(or slightly smaller) length and width as the space formed by
the container 10, and may be disposed inside the container 10
with the batteries 20. Although the size of the pouch 40
depends on the size of the batteries 20, the size of the pouch
40 may range, for example, from approximately three inches
by approximately three inches to approximately two feet by
approximately two feet. Alternatively, the length and/or the
width of the pouch 40 may be smaller or larger.

The height of the pouch 40 may depend on the contents of
the pouch 40 as will be described below. For example, the
height may be approximately one to two inches. Alterna-
tively, the height of the pouch 40 may be smaller or larger.

The pouch 40 may include a sealed cavity defined within a
film or layer 42 of material. The sealed cavity formed in the
pouch 40 may contain a fluid 44. For example, the pouch 40
may be a flexible container that may be closed or sealed (e.g.,
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using an impulse sealer) to hold, store, or carry the fluid 44.
The layer 42 may be formed of any material used to form
plastic bags or other types of flexible bags known in the art,
such as polyethylene, polystyrene, polypropylene, polyure-
thane, polylined bags, polyvinyl acetate (PVA), polyvi-
nylidene chloride (e.g., cling or plastic wrap), nylon, etc.

The layer 42 may be formed of a material having a rela-
tively low melting point. For example, the layer 42 may be
capable of melting at temperatures within the range of, e.g.,
less than approximately 400 degrees Fahrenheit, less than
approximately 300 degrees Fahrenheit, less than approxi-
mately 200 degrees Fahrenheit, less than approximately 180
degrees Fahrenheit, any range between these temperatures,
etc. Also, the layer 42 may have a thickness similar to the
thickness of a layer used to form plastic bags or other types of
flexible bags known in the art, such as a thickness in the range
of approximately 0.0005 inches to approximately 0.005
inches.

The fluid 44 may include a gas (e.g., air, etc.) and/or a liquid
(e.g., water, etc.). In one example embodiment, the pouch 40
may contain approximately 100% water. In another example
embodiment, the pouch 40 may contain approximately 95%
to approximately 98% water or other liquid, and the remain-
ing approximately 2% to approximately 5% may include
another substance. Other substances may be used to increase
the viscosity, evaporation time, cooling, and/or fire extin-
guishing and/or fire retardant characteristics of the fluid 44.
The other substances may include a gel, polymer, etc. For
example, sodium polyacrylate is a powder that may absorb
water to form a gel that acts as a thickening agent.

The layer 42 ofthe pouch 40 serves as a barrier between the
fluid 44 in the pouch 40 and the top ends 22 of the batteries 20,
and may open when contacted by contents expelled from any
of the batteries 20. For example, FIG. 2 shows three of the
batteries 20 stored in the container 10 of the example embodi-
ment with the pouch 40 located above the batteries 20. The
three batteries 20 include a first battery 30 and two batteries
32 adjacent to the first battery 30.

The first battery 30 may undergo thermal runaway, thereby
causing, among other things, the first battery 30 to increase in
temperature and/or expel or vent contents 50 from within the
first battery 30, such as flames and/or jets of fluids (e.g., gases
or liquids, such as liquid electrolyte). FIG. 3 shows the first
battery 30 venting contents 50 from within the first battery 30.

Due to the thermal runaway, the first battery 30 and/or the
vented contents 50 may reach a temperature that is approxi-
mately equal to or greater than the melting point of the mate-
rial forming the layer 42 of the pouch 40, the temperature of
the fluid 44 in the pouch 40 may increase sufficiently to cause
the pressure inside the pouch 40 to rupture the layer 42, and/or
the vented contents 50 may be expelled with enough force to
rupture the layer 42. Due to the melting and/or rupture
described above, one or more openings 46 may form in the
layer 42 of the pouch 40, thereby causing the fluid 44 to leak
from the pouch 40.

FIG. 4 shows the fluid 44 released from the pouch 40
through the openings 46 formed in the layer 42. The openings
46 may be located generally above the first battery 30. As
shown in FIG. 4, the openings 46 may also be located gener-
ally above other batteries 32 adjacent to the first battery 30
and/or within the container 10. Thus, the fluid 44 may sub-
stantially coating and cool the first battery 30 and/or the other
batteries, e.g., through evaporation. The fluid 44 may flow
into the first battery 30, around the batteries 30, 32, and then
evaporate. As a result, the fluid 44 may cool the first battery 30
experiencing thermal runaway and/or the other batteries 32 in
order reduce the heat and/or combustion occurring due to the
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thermal runaway of the first battery 30, and/or to assist in
preventing the other batteries 32 from undergoing thermal
runaway, which may lead to a chain reaction.

As noted above, in one example, the amount of fluid 44
contained in the pouch 40 depends on the size and number of
batteries 20 to be placed underneath the pouch 40, and/or the
amount of fluid predicted to sufficiently cool the first battery
30 and/or the other batteries 32 and/or assist in preventing a
chain reaction. Similarly, the height of the pouch 40 may
depend on the amount of fluid 44 contained in the pouch 40.

Also, as noted above, in one example, the composition of
the fluid 44 includes substances to increase the resistance to
flow of the fluid 44 (e.g., a gel, a substance that forms a gel,
other thickening agents, etc.). As a result, the fluid 44 may
flow over the batteries 20 more slowly, which may cool the
batteries 20 more effectively, instead of washing past the
batteries 20 relatively quickly. The fluid 44 may have also
have a low enough resistance to flow to permit the fluid 44 to
flow sufficiently around the batteries 20.

FIG. 5 shows a pouch 404 including the layer 42 and the
fluid 44 described above. The pouch 40a may also be formed
with sheet material including air pockets 60, according to
another example embodiment. For example, the pouch 40a
may be formed using sheet material commonly referred to as
“bubble wrap” with the bubbles of the bubble wrap being
formed by layers 62 encapsulating the air pockets 60. The
layers 62 may be similar (e.g., in thickness and materials) to
the layer 42 described above. The bubble wrap may be sealed
at the edges of the layer 42 to form the pouch 40a and may
contain the fluid 44. Thus, the air pockets 60 may be formed
between the layers 42, 62. The pouch 40a may be positioned
on the batteries 20 such that fluid 44 is separated from the
batteries 20 by a barrier formed by the layers 42, 62 and the air
pockets 60. Alternatively, instead of multiple air pockets 60,
the pouch 40a may be formed with a single air pocket 60
separating the fluid 44 from the batteries 20.

With this configuration, when the battery experiencing
thermal runaway (e.g., the first battery 30) heats, the heat
from the battery is transferred to the air pockets 60 first
instead of directly to the fluid 44. Then, the battery experi-
encing thermal runaway may reach a temperature that causes
the battery to expel the contents 50 and/or melt the layers 42,
62 enough to form the opening 46 that releases the fluid 44 to
coat the batteries 20.

FIG. 6 shows the container 10 including a waterproof layer
16, according to another example embodiment. For example,
the waterprooflayer 16 may be a coating, such as a plasticized
coating, applied to the interior surfaces of the side walls 12
and/or the bottom surface 14 of the container 10. Alterna-
tively, the waterproof layer 16 may be formed as a tray, such
as aplastic tray having a shape that substantially corresponds
to the shape of the interior surfaces of the side walls 12 and/or
the bottom surface 14 of the container 10. The plastic tray
may be inserted into the container 10 before placing the
batteries 20 and the pouch 40 in the container 10.

The waterproof layer 16 may prevent the fluid 44 released
from the pouch 40 from being absorbed into the container 10.
When the fluid 44 is absorbed into the container 10, the fluid
44 may not coat the batteries 20 long enough to cool the
batteries 20 sufficiently. Also, the waterproof layer 16 may
prevent the container 10 from being damaged and/or weak-
ened, from leaking the fluid 44 into the surrounding environ-
ment, etc.

Further, in another example embodiment, the container 10
may include one or more components 70 and one or more
sensors 72 connected to the pouch 40, such as the layer 42 of
the pouch 40 or other portion of the pouch 40 contacting the
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batteries 20. In the example embodiment shown in FIG. 6,
multiple components 70 and sensors 72 form a continuous
layer affixed to a bottom surface of the layer 42 of the pouch
40. Alternatively, one or more components 70 and one or
more sensors 72 may be spaced from each other on a bottom
surface the layer 42 of the pouch 40. For example, the spacing
and number of the components 70 and/or sensors 72 may
depend on a size and/or number of batteries 20 to be stored
below the pouch 40 such that at least one component 70 and
at least one sensor 72 may be located generally near each
battery 20. As another alternative, the component(s) 70 and/or
the sensor(s) 72 may be formed inside the pouch 40, such as
an upper surface of the layer 42 so that the layer 42 forms a
barrier between the batteries 20 and the component(s) 70
and/or the sensor(s) 72.

The sensors 72 may detect thermal runaway. For example,
the sensors 72 may detect a temperature change that is above
a predetermined threshold, such as 180 degrees Fahrenheit,
200 degrees Fahrenheit, 300 degrees Fahrenheit, 400 degrees
Fahrenheit, or another temperature threshold. Alternatively,
the sensors 72 may detect a predetermined amount of a sub-
stance expelled by a battery undergoing thermal runaway,
such as a gas or liquid expelled by the battery (e.g., electro-
lyte, carbon dioxide, hydrogen gas, carbon monoxide, meth-
ane, ethane, ethylene, etc.). As another alternative, the sensors
72 may detect a predetermined amount of force transmitted
from the contents 50 that are vented from a battery undergo-
ing thermal runaway.

Upon detection of thermal runaway by the sensors 72, the
components 70 may cause the fluid 44 in the pouch 40 to be
released. For example, the components 70 may burst or make
a hole or other opening in the layer 42 or other portion of the
pouch 40. For example, the components 70 may include a
valve or other device configured to open and/or close when
actuated.

FIGS. 7-9 show a container 10q including a lid 11 accord-
ing to another example embodiment. FIG. 7 shows the con-
tainer 10a with the lid 11 closed. FIG. 8 shows the container
10qa with the 1id 11 opened, and the pouch 40 and the batteries
20 are stored inside the container 10a. FIG. 9 shows the
container 10a with the lid 11 opened, and the pouch 40
removed from the container 10a. Optionally, the batteries 20
may be placed in a separate, more tightly fitting container 105
inside the container 10a. Also, the spacer 13 may be provided
to create a tighter fit inside the container 10a, which may keep
the batteries 20 parallel, side-by-side, and/or upright, as
shown in FIG. 9.

The containers 10, 10a described above allow one or more
batteries 20 to be transported and/or stored with less risk of
property damage and/or bodily harm. If one of the batteries 20
undergoes thermal runaway, the battery as well as the adja-
cent batteries may be cooled in order to reduce the heat and
minimize the damage from the contents expelled from the
battery undergoing thermal runaway, reduce the likelihood of
creating a chain reaction in the other batteries, etc.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the methods and
systems described above. Other embodiments will be appar-
ent to those skilled in the art from consideration of the speci-
fication and practice of the disclosed methods and systems. It
is intended that the specification and examples be considered
as exemplary only, with a true scope being indicated by the
following claims and their equivalents.

What is claimed is:

1. An apparatus for storing at least one object including at
least one top end and at least one bottom end, the apparatus
comprising:
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a container configured to store the at least one object;

apouch containing a liquid and configured to substantially

cover the at least one top end of the at least one object
when stored inside the container, the pouch being con-
figured to contact the at least one top end of the at least
one object and to open when contacted by contents
expelled from the at least one object due to thermal
runaway, allowing the liquid to flow from the pouch in
the direction of gravity above the at least one top end of
the at least one object,

wherein the pouch includes at least one air pocket located

between and separating the liquid and the at least one
object.

2. The apparatus of claim 1, wherein:

the at least one object is at least one battery; and

the container includes at least one side wall and a bottom

surface defining a space configured to store the at least
one battery such that the bottom surface of the container
is configured to contact the at least one bottom end of the
at least one battery, and the at least one top end of the at
least one battery includes a positive terminal.

3. The apparatus of claim 2, wherein an interior surface of
the side wall and the bottom surface includes a waterproof
layer.

4. The apparatus of claim 3, wherein the waterprooflayeris
formed by a plasticized coating on the bottom surface of the
container.

5. The apparatus of claim 3, wherein the waterprooflayeris
formed by a tray located on the bottom surface of the con-
tainer.

6. The apparatus of claim 1, wherein the liquid includes
water and a gel.

7. The apparatus of claim 6, wherein the gel is formed from
sodium polyacrylate.

8. The apparatus of claim 1, wherein the liquid has a higher
viscosity than water.

9. The apparatus of claim 1, wherein the pouch is formed
from plastic.

10. The apparatus of claim 1, wherein the pouch is formed
from a material having a melting point of approximately 180
to 400 degrees Fahrenheit.

11. The apparatus of claim 1, wherein the pouch is formed
from a material having a melting point of less than approxi-
mately 400 degrees Fahrenheit.

12. The apparatus of claim 1, wherein the pouch includes a
layer separating the liquid from the at least one top end of the
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at least one object, and the layer has a thickness of approxi-
mately 0.0005 inches to approximately 0.005 inches.

13. The apparatus of claim 1, wherein the pouch is formed
with plastic sheet material including the at least one air
pocket.

14. The apparatus of claim 1, further comprising:

a sensor configured to detect a temperature; and

a component configured to open the pouch when the sensor

detects a temperature above a predetermined tempera-
ture.

15. The apparatus of claim 1, further comprising:

a sensor configured to detect an amount of a substance; and

a component configured to open the pouch when the sensor

detects an amount of the substance above a predeter-
mined amount.

16. The apparatus of claim 15, wherein the substance
includes at least one of electrolyte, carbon dioxide, hydrogen
gas, carbon monoxide, methane, ethane, and ethylene.

17. The apparatus of claim 1, further comprising:

a sensor configured to detect a force directed to the sensor;

and

a component configured to open the pouch when the sensor

detects a force above a predetermined force.
18. The apparatus of claim 1, wherein the pouch further
contains a substance for increasing at least one of viscosity,
evaporation time, cooling, a fire extinguishing characteristic,
or a fire retardant characteristic of the liquid.
19. An apparatus for storing at least one object, the appa-
ratus comprising:
a container configured to store the object;
apouch containing a liquid and configured to substantially
cover at least one side of the object when stored inside
the container, the pouch being configured to contact the
at least one side of the object and to open when contacted
by contents expelled from the object due to thermal
runaway, thereby allowing the liquid to flow from the
pouch and contact the at least one side of the object,

wherein the pouch includes at least one air pocket located
between and separating the liquid and the at least one
object, and

wherein the air pocket is sealed at an edge of the pouch so

air within the air pocket is not in contact with the liquid
in the pouch.



